
VisioFace® 
Full Face Photography with White and UV-light 

The diodes illuminate the face very homogenously 
and do not require service. 
The built-in high quality, high resolution industrial 
camera  does not  require any complicated set-up 
by the user.  The FireWire interfaces features quick 
image transfer. Camera and lights are both softwa-
re controlled and immediately  ready for use.
When the VisioFace is not used it is softly illu-
minated by white diodes without heat develop-
ment.

Effective Marketing Tool – Easy to handle - Economical

The hardware consists of a 
light facial booth in which 
the face is placed (frontally 
or sidewise). 
Inside the booth there are 
200 white LEDs for colou-
red images and 400 UV-
LEDs for UV-images.



Technical data
Dimensions: 39 x 37.4 x 38 cm, 
weight: 9.5 kg, medical power 
supply: 90-264 V, CCD camera 3.3 
MP, video transfer via FireWire 
interface IEEE 1394, light control 
via USB 1.1 interface, 400 UVA 
LEDs (safe for the eyes) and  200 
white LEDs.
Technical changes may be made 
without prior notice.

The software will analyse  visible spots 
(on the colored image) as well as UV-spots 
(appearing only on the UV-image), pores, 
lines and evenness. All data and photos of 
each customer will be saved and can be 
compared.
The live image can be placed over an al-
ready taken image in order to match the 
same position of the face.
The results will be interpreted for men and 
women. Products e.g. for  day, night or 
suncare can  be included in the software.  
They will be recommended according to 

Comprehensive Analysis with Visioface® 

the measuring results. 
An informative report in-
cluding  photos, results and 
products can be printed out.
The software and the hard-
ware are easily serviced and 
can be personalized accor-
ding to customers wishes.


