











KERN EOB Veterinary scale

Compact veterinary scale for diverse applications
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Veterinary scale KERN EOB

Features:

Options:

- Platform scale to weigh animals

- Verified according to class Il (only EOB-M)

- Stainless steel-weighing plate, removable

- For easy and hygienic cleaning

- Animal weighing program: When the animal moves during the weighing
process, a stable average value is obtained by pressing the HOLD key.
This value remains "frozen" until the HOLD key is pressed again

- Wall mount for the display device

- Simple and convenient 4-key operation

- Integrated AUTO-OFF function to preserve the batteries

- [l Stand to elevate display device (for models with weighing plate sizes
I, [E), height of stand approx. 450 mm, KERN EOB-AO0 1N

Technical data:

- Large LCD display, digit height 25 mm
- Dimensions of weighing plate:
290x270x50 mm
I 310x300x65 mm
550x550x65 mm
- Dimensions of display device W x D x H 210x110x45 mm
- Cable length of display device approx. 180 cm
- Optional battery operation, 6x 1.5V AA, not included,
operating time approx. 60 h
- Mains adapter (external) included

STANDARD OPTION
M [mn g [To0] M m m DKL

| UNIT | MOVE BATT | | 230V | | TARE | 1DAY [GUARANTY +7 DAYS| [+3 DAYS

Model Weighing Readout Verification Weighing Mandatory by law Option
range value plate Verification DKD Calibr. Certificate
[Max] [d] [e]

KERN kg kg kg KERN KERN

EOB 6K5N 6 5 - (B - 963-128

EOB 15K10N 15 10 - (B - 963-128

EOB 35K20N 35 20 - B - 963-128

EOB 60K50N 60 50 - (B - 963-129

EOB 60K50NL 60 50 - - 963-129

For applications that require verification, please order verification at the same time, initial verification at a later date is not possible.

Verification at the factory, we need to know the full address of the location of use.

EOB 6K2M 6 2 2 950-128 963-128

EOB 15K5M 15 5 5 950-128 963-128

EOB 30K10M 30 10 10 950-128 963-128

EOB 60K20M 60 20 20 950-129 963-129

More information: please see internet - Order hotline: go to back page of catalogue
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KERN EOS Veterinary scale

Affordable veterinary model that is also suitable for mobile use
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Veterinary scale KERN EOS

Features: Technical data:

- Robust stainless steel platform scale to weigh large animals

- For easy and hygienic cleaning

- The low platform height facilitates access

- Animal weighing program: When the animal moves during the weighing
process, a stable average value is obtained by pressing the HOLD key.
This value remains "frozen" until the HOLD key is pressed again

- Simple and convenient 4-key operation

- Integrated AUTO-OFF function to preserve the batteries, adjustable

- Non-slip rubber mat standard

- E Wall mount for the display device

- [l The scale can be easily transported using 2 rollers and a handle
and does not require much storage space

Options:

- B Non-slip rubber mat standard, W x D 900 x 550 mm,
can be reordered, KERN EOS-A01

- Protective working cover display device, standard,
can be reordered, KERN EOB-A02

- Large LCD display, digit height 25 mm

- Overall dimensions W x D x H 940x550x60 mm

- Cable length of display device approx. 180 cm

- Optional battery operation, 6x 1.5V AA, not included,

operating time approx. 150 h

- Mains adapter (external) included
- Net weight approx. 22 kg

STANDARD OPTION
r
Mg, g [000] D DKL

MOVE | | BATT | | 230V 1 DAY | [GUARANTY] +3 DAYS

Model Weighing range Readout Option

DKD Calibr. Certificate
[Max] [d]

KERN kg kg KERN

EOS 150K100NXL 150 0,1 963-129

EOS 300K200NXL 300 0,2 963-129

More information: please see internet - Order hotline: go to back page of catalogue
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KERN EOE - BOBP Veterinary scale

Practical XL veterinary scale

KERN EOE
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Features:

- Robust platform scale to weigh large animals

- The low platform height facilitates access

- Animal weighing program: When the animal moves during the weighing
process, a stable average value is obtained by pressing the HOLD key.
This value remains "frozen" until the HOLD key is pressed again

- Wall mount for the display device

- Simple and convenient 4-key operation

- Integrated AUTO-OFF function to preserve the batteries, adjustable

- Only BOBP: Weighing bridge with non-slip steel chequer plate,
lacquered. Overall height of weighing bridge 90 cm, height-adjustable
screw feet to level the platform

Options:

- B Only BOBP: Ascending ramp incl. attachment plate to fix it
to the weighing bridge, W x D x H 996x507x87 mm,
KERN BOBP-A01

- A Stand to elevate display device, height of stand approx. 950 mm,
KERN MWS-A01

- Non-slip rubber mat, W x D 945x505 mm, KERN EOE-A01

STANDARD OPTION
T
N, mn gl 000 DK
| UNIT | M(JVE BATT 230V | | TARE | 1 DAY GUARANTY| [GUARANTY/ +3 DAYS
Model Weighing Readout Net weight
range approx.
[Max] [d]
KERN kg kg kg
EOE 150K100XL [E 150 0,1 20
EOE 300K200XL 300 0,2 20
BOBP 300K200 A 300 0,2 50,5
BOBP 750K500 A 750 0,5 50,5

More information: please see internet - Order hotline: go to back page of catalogue

Animal scales KERN EOE - BOBP

Technical data:

- Large LCD display, digit height 25 mm

- Dimensions of display device W x D x H 210x110x45 mm
- Cable length of display device approx. 180 cm

- Optional battery operation, 6x 1.5V AA, not included,

operating time approx. 150 h

- Mains adapter (external) included

Weighing plate Option
DKD Calibr. Certificate

mm KERN
945x505x65 963-129
945x505x65 963-129
1006x996x90 963-130
1006x996x90 963-130
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Legal notice:

Medical personal scales are understood to be all non-automatic scales
that are intended to be used to determine the body weight in medical ap-
plications (e.g. patient, baby, chair and bed scales, verified according to
class). These scales are regulated by European Directive 90/384 /EEC.

* Medical personal scales are also governed by the regulations for medi-
cal devices that are placed on the market in accordance with European
Directive 93/42/EEC (for Germany: Medical Products Law [MPG]).

Types of scales for medical applications that require mandatory ve-
rification:

* Personal scales (these include standing, chair and lifter scales)

* Baby scales (including incubator scales)

* Mechanical scales to measure the birth weight

* Bed scales

(Information from: ,,Die Eichverwaltung informiert, Waagen in der Heilkunde*
(Information from the Verification Office: Scales in medical applications) da-
ted 27.11.2006)

Verified medical personal scales with a maximum resolution of 3000 digits
are classified as Verification Class lll (see type plate).

The re-verification deadlines depend on the location of use and are given
in the Verification Ordinance. The operating manual specifies the re-verifi-
cation deadlines for Germany at the time of going to press. The operator of
the scale is obliged o ensure that the verification stamps are not damaged
and that the statutory re-verification deadlines are observed.

KERN & SOHN GmbH does not accept responsibility for this.

Scales not specifically intended as a medical device and without
verification:

* These scales do not have an approval according to Directive 93/42/EEC
(or the German Medical Products Law). They are thus not permitted for
use in medical applications. They are used for self-checks by the patient
and are not verified.

Tradition and Innovation - KERN for more than 167 years

1844

Gottlieb Kern
proudly presents
his staff

Kern is founded -
precision balances
are produced
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A mandatory verification is not required for the following intended
uses:

* Body weight scales in pathology (not a medical application according to
§7b Paragraph 2 No. 4 of the Verification Ordinance)

* Personal and baby scales (the latter can usually be borrowed) in pharma-
cies

* Baby scales for midwives

* Personal scales during blood collection for the preparation of blood pro-
ducts

(Information from: ,,Die Eichverwaltung informiert, Waagen in der Heilkunde*

(Information from the Verification Office: Scales in medical applications) da-

ted 27.11.2006)

Non-verified scales are not permitted to be used in medical applications.
They are used for self-monitoring of the health status. Examples of these
include personal scales, body fat scales, etc. Such scales can be used
to determine weight trends so that a doctor can be consulted in case of
doubt. The patient is then weighed with verified scales at the medical
practice to enable diagnosis.

In this catalogue, 2 models are given for some of the scale series (verified,
for use in medical applications, and non-verified, for use in the private
sector). Although they are almost identical from the outside, they have
different specifications and are intended for specific applications. They
must not be confused with each other. Before putting a scale into service
in an application for which verification is mandatory, it is thus imperative
that the affixed type plate is checked: a verified scale has a black M on a gr

Other information:

Balances with an EC Type-Approval which have been distributed without
verification, cannot be subsequently verified. Non verified balances are not
acknowledged as a medical product in accordance to norm 93/42/EEC
and therefore, may not be used in medical applications.

Gravitational force

Electronic balances are subject to location regulations due to the earth's
gravitational force. If the location of use is changed, the electronic balance
must be re-verified and re-calibrated.

Pharmaceutical Chair scale
balance with

Aesculapius scale

Baby scale





