
Compact design, excellent 
mobility. LCD-TFT 

Monitor. Panoramic zoom in 
real time and frozen condition. 
256 frames bidirectional 
cine-loop. Two USB Ports 
support Storage, Transferring 
and Printing functions. Flash 
disk 504MB Built-In Image 
Storage Capacity. Gray scale: 
256. Lithium battery not 
included.

Design compact, facile à 
transporter. Écran LCD- 

TFT. Zoom panoramique 
en temps réel. Mémoire de 
boucle ciné pour 256 photos.  
Ports USB pour le stockage, 
la transmission et l'impression 
des données obtenues. Clé 
USB pour mémoire d'images 
de 504 MB. 256 niveaux de 
gris. Batterie lithium non 
comprise.

Diseño compacto, excelente 
mobilidad. Pantalla LCD-

TFT. Zoom panorámico en 
tiempo real y posibilidad de 
congelar la imagen. Modalidad 
cine-loop bidireccional de 256 
fotogramas. Archivo de soporte: 
dos puertas USB. Funciones de 
transferencia datos y de impresión. 
Llave USB para imagenes con una 
capacidad de 504MB. Escala de 
grises: 256. Batería litio no incluida.

Design compacto, 
fácil de transportar. 

Display LCD-TFT. Zoom 
panorâmico em tempo real. 
256 frames cineloop. Porta 
USB  para o armazenamento,  
transmissão e a impressão dos 
dados obtidos. Chave USB 
para memória de imagens de 
504 MB. Escala de cinza da 
imagem: 256. Bateria de lítio 
não incluida.

LTD946
This device can detect 
automatically the probe

Installation and training to the 
client not included

LDR810
Convex array transducer 
(2.5/3.5/4.5/H2.5/
H2.7MHz)
(Not illustrated)

Support for ultrasound 
gel (Not illustrated)

Ultrasound gel  250 g
(Not illustrated)

Power cable 
(EUR standard)
(Not illustrated)

Grounding cable
(Not illustrated)

Flash Disk (Netac, 2G, 
USB2.0 Protocol) 
(Not illustrated)

2 fuses
(Not illustrated)

Support transducer port 
(Not illustrated)

Support cable port
(Not illustrated)

DUS 60 PORTABLE ECHOGRAPH WITH 12.1’’ DISPLAY - 2 PROBE CONNECTIONS
ÉCHOGRAPHE PORTABLE DUS 60- ÉCRAN 12.1” - 2 CONNECTEURS  DE SONDE
ECÓGRAFO PORTATIL DUS 60 PANTALLA 12.1” - 2 CONEXIONES SONDA
ECÓGRAFO PORTÁTIL DUS 60 MONITOR 12.1” - 2 CONEXÕES DE SONDA

Easy to carry Frontal view

ACCESSORIES INCLUDED
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LDR811
LINEAR array transducer 
60 mm (6.5/7.5/8.5/
H4.5/H4.7MHz) 
(Not illustrated)

LDR820
Needle guide for 
transducer LDR810
(Not illustrated)

LDR824
Needle guide 
for transducer LDR814
(Not illustrated)

LDR813
MICRO-CONVEX array 
transducer (5.5/6.5/7.5/
H4.5/H4.7MHz)
(Not illustrated)

LDR822
Needle guide for 
transducer LDR812
(Not illustrated)

LDR812
LINEAR array transducer 
40 mm (6.5/7.5/8.5/
H4.5/H4.7MHz) 
(Not illustrated)

LDR821
Needle guide for 
transducer LDR811
(Not illustrated)

LDR830
Footswitch
(Not illustrated)

LTR970
Lithium-ion battery
(Not illustrated)

LDR825
Needle guide for 
transducer LDR815
(Not illustrated)

LDR814
ENDOVAGINAL array 
transducer (5.5/6.5/7.5/
H4.5/H4.7MHz)
(Not illustrated)

LDR823
Needle guide for 
transducer LDR813
(Not illustrated)

Specification
Imaging mode B, B+B, 4B, B+M, M e PW

Gray scales 256 levels

Zoom

Zoom in real time x1.0, x1.44, x1.96, x2.56, 
x4.0, x5.76, x9.0, x16.0
Frozen condition (available only with B 
imaging mode) x1.0, x1.78, x4.0, x16.0

Memory 504 MB

Cine loop 256 frames

Scanning depth
adjustable in real time with mode B, B+B, 
4B, B+M, M and PW

TCG
8-segment TCG (0~7), (mode B, B+B, 4B, 
B+M, not active in pause)

Imaging conversion Up/Down, Right/Left, 90° rotation

Language conversion

English, French, German, Italian, Spanish, 
Polish, Romanian, etc. 
(Language options vary according to the 
software installed)

Software packages
Abdominal, obstetric, small parts, 
gynecology, orthopaedic, cardiology, 
urology and vascular

B-Mode Measurement
Distance, circumference, area, volume, 
ratio, stenosis %, histogram and angle

M-Mode Measurement Distance, time, slope, heart rate (2 cycles)

D-Mode Measurement Time, heart rate, velocity, acceleration, 
trace and RI

Display
Patient name, age, gender, time, date, 
hospital name, doctor name, comment 
(insert characters to full screen)

Body indicator 130 types

USB port USB 2.0

DISPLAY

Display TFT-LCD

Size  12.1’’

Angle of visualisation Horizontal θ x Typ.: 80°; 
Vertical θ x Typ.: 80°

Pixel numbers 1024*768

Brightness contrast of 
white colour

Typ.: 450 cd/m2

Contrast ratio Typ.: 700

POWER SUPPLY

Power supply 100 V-240 V~

Frequency 50 Hz/60 Hz

Input power 110 VA

Lithium battery

Capacity 6400 mAh; 
Voltage 14.8 VDC; 
Average working time 2 h; 
Max. recharging time 8 h; 
Life cycle 300 times

Dimension and weight

 
L: 220 mm

 
W:330 mm

 
H: 320 mm Kg  

7,1 kg

CO154
Mobile trolley

OPTIONAL ACCESSORIES 

LDR815
ENDORECTAL array 
transducer (6.5/7.5/8.5/
H4.5/H4.7MHz)
(Not illustrated)
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CO150
Aluminium frame, 
without cable arm, double 
basket. Suitable for ECG, 
patient monitor and vital 
sign monitor.
Specify during the order  
for which kind of device 
you need the trolley

CO160
ABS trolley with 
drawer storage 
an probe 
compartment
For ECG and 
Fetal Monitor

CO154
ABS trolley

CO155
ABS trolley
with drawer storage 
and probe compartment
For Ecograph

TECHNICAL FEATURES 

TROLLEYS FOR ELECTROMEDICAL EQUIPMENT
CHARIOTS POUR APPAREILS ÉLECTROMÉDICAUX 
CARRITOS PARA DISPOSITIVOS ELECTROMEDICALES
CARRINHOS PARA DISPOSITIVOS ELETRO MEDICAIS

380 mm

270 mm 390 mm

650 mm

361 mm

418 mm

418 mm

361 m
m

Specification

*Plate 
for trolley
CO150

LDR350 for LTD34x

LDR351 for LTD57x 

LDR352 for LTD55x - LTD56x

LDR353 for LTD15x - LTD16x

LDR354 for ECG

LDR355 for LTD32x

Dimension and weight
Product 
codes  L:  P:  H: 

kg max

Kg

CO150 Ø 530 mm 850 ÷ 1100 mm
1st level

18 kg
13 kg

CO155 488 mm 706 mm 822 ÷ 922 mm

1st level
20 kg

26 kg
2nd level

5 kg

CO160 488 mm 566 mm 825 ÷ 925 mm

1st level
20 kg

23,6 kg
2nd level

5 kg

CO154 470 mm 500 mm 760 mm

1st level
20 kg

18 kg
2nd level

5 kg
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